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n	 Door height up to 3,00m.
n	 Conventional or infrared remote control.
n	 Modern design.
n	 230V/50Hz.
n	 Controlled Microclimate.
n	 Keeps out dust, insects, odors, pollution and moisture.

 Recessed Air Curtains with Hot Water Heating Element RSWH Series

 Is suitable for covering openings in : Super markets,  
Hospitals,  Hotel Lobbys, Train Stations,  Department 
Stores,  Large Fast Foods ,  Airports,  Bus stations etc.

Recessed Air Curtains with Hot Water Heating Element RSWH Series

Type
Air flow 
min-max
(m3/h)

Max door width 
(m)

Total length 
(mm)

Total Height 
(mm)

Power (Motor)
(W)

Water Volume
(lt)

Sound Level
(dB)

Capacitor (μF)
Outlet Velocity 

(m/sec)
Price

 RSWH 34       1,20           1225           3,00           350            0,8       64 / 66           8           1625/1950    7,5 / 9,0     f1.412,00
 RSWH 35      1,40           1455           3,00           660            1,2       64 / 66          12          1950/2340    7,5 / 9,0     f1.505,00   
 RSWH 36      1,60           1655           3,00           660            1,4       64 / 66          12          2275/2730    7,5 / 9,0     f1.599,00 
 RSWH 37      1,80           1855           3,00           660            1,6       64 / 67          12          2600/3125    7,5 / 9,0     f1.691,00 
 RSWH 38      2,00           2055           3,00           660            1,8       64 / 67          12          2930/3515    7,5 / 9,0     f1.784,00
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Recessed Air Curtains with Hot Water Heating Element RSWH Series Dimensions

Type Hanging Points K (mm) Total Length I (mm Weight (Kg)Length L (mm)

     RSW∏ 34 1255 1055 1395            36,0 
     RSW∏ 35 1455 1255 1595            43,0 
     RSW∏ 36 1655 1455 1795            48,0
     RSW∏ 37 1855 1655 1995            53,0
     RSW∏ 38 2055 1855 2195            58,0

Air Inlet Temperature + 15°C  - Water Inlet Temperature + 70°C - 0.6 lt/sec

Type Air Outlet Temperature°C Water Outlet Temperature °C Pressure Drop Water 
(kPa)Heating  Power (kW)

     RSW∏ 34 13 / 15 58 / 59 37 / 39            4.1
     RSW∏ 35 15 / 17 56 / 57 36 / 38          4.4
     RSW∏ 36 16 / 19 54 / 56 36 / 37            4.8
     RSW∏ 37 20 / 21 52 / 54 35 / 37            5.2
     RSW∏ 38 22 / 24 51 / 52 35 / 37            5.5

Air Inlet Temperature + 15°C  - Water Inlet Temperature + 90°C - 0.6 lt/sec

Type Air Outlet Temperature°C Water Outlet Temperature °C Pressure Drop Water 
(kPa)Heating  Power (kW)

     RSW∏ 34 18 / 20 74 / 75 45 / 48            3.9
     RSW∏ 35 21 / 23 71 / 72 44 / 47          4.2
     RSW∏ 36 24 / 27 68 / 70 44 / 46            4.6
     RSW∏ 37 27 / 30 66 / 67 43 / 67            4.9
     RSW∏ 38 30 / 33 64 / 65 42 / 45            5.3




